AUTODIAGGER 100+ MANUAL




Tester Update

The AD100+ is equipped with NFC (Near Field Communication) that enables wireless software updates.
Updates are safe and the device always holds both the new and last version of the software for easy
rollback.

Device Serial Number

Every AD100+ device has a unique serial number. This number is required to get update information and
to purchase new software updates. Please record your AD100+ serial number and store in a safe place.
To view the AD100+ serial number:

1. Power up the device.

2. While in the main menu press the A button together with the OK button. [1]

3. Keep them pressed until the update menu appears on the screen. [2]

You will then be able to read your serial number and your current software version.

Software Update Requirements
12V power source (e.g. vehicle battery, bench power supply).
Android mobile phone with NFC, Internet WiFi, and installed AD100+ updater app.



1. Power up AD100+.

2. While in main menu press UP arrow and while holding press OK button, keep buttons pressed until
the update menu appears on screen. [1]

Release buttons.

4. Acknowledge update by pressing OK button. [2]

5. On phone please enable flight mode, after that please enable WiFi and NFC. [3]
6.  Check that you have Internet connection on the phone.

7. Run AD100+ updater app on your phone. [4]




8.

9.

Place phone on the AD100+ (AD100+ NFC antenna is located at the bottom, the phone NFC
antenna is usually located under the battery).

The application will automatically start to update the software when NFC antennas are aligned. [5]

10. After the software is transferred press OK button on AD100+. [6]

1.
12.
13.
14.
15.
16.

Turn off the device.

While powered off press and hold the OK button. [7]

With OK button pressed, power on the device.

From the menu choose “IMAGE UPDATE” and press OK.[8]
Press OK to accept the update.

After an update is done, turn off the power and turn back on again.




