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Customer:  Autodiagger                                                                                                                              Date:  03-07-2017                                                                                                                                                                                   

Att.:    Robert     Willich                                                                                                                                                                    

Telephone:  

E-Mail: alternatory@gmail.com 

                          
            ULTRASONIC CLEANING EQUIPMENT SERIES TYPHON-SP                          

 

  1-Dimensions (L x W x H) 

 Internal dimensions: 755 x 510 x 500mm. 
 
•      Useful platform surface: 725 x 425 x 320mm. 
 

  Capacity: 180 liters. 
 

  Loading capacity basket: 100 kilos. 
 

 Weight: 150 kilos 
 
 

2-Ultrasound Equipment 
 
•     Power supply: 380V. 
 
•     Ultrasonic Power installed: 1800W (3600W pp). 
 

 Power Ratio Watt/Liter: 12,5W. 
 

 EK-1500 generator with a frequency of 28 kHz. Systems with Sweep system and self-protective 
automatic shutdown due to overheating. 
 

 Set frequency sweep incorporated. 
 

 30 high efficiency/ high resistance titanium steel piezoelectric transducers, specially 
manufactured for use in ultrasonic tanks. 
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 Power of the transducer: 50W. 
 

3-Construction and characteristics of the ultrasound tank: 
 
•     Constructed in 2.5 mm 2mm AISI 304 and 316L stainless steel. 
 
•     Isolated thermally and acoustically with 20mm. thick material K-Flex. 
 
•     Platform elevation and immersion by pneumatic cylinder. 
 
•     Waste water drainage through 1" valve. 
 

4-Exterior panels and components: 
 
•     Heath resistance of 4500W. 
 
•     The exterior paneling is constructed of stainless steel AISI 1,5mm. 
 
•     Closing lid of stainless steel with self retaining hinges. 
 
•     Dispensing gun for drying compressed air parts. 
 
•     Oil removal system, by scanning surface to an auxiliary decanting tank. 
 
•     Reinforced wheels for easy portability. 
 

5-Control: 
 
•     HMI screen, easy to use, with the following possibilities: 
 
•     Ultrasound in continuous mode or timed interval mode. 
 
•     Temperature control cleaning. 
 
•     Programming of the pneumatic basket. 
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•     Programming of the operation of the decanting tank. 
 
 
 
 

6-Conditions of delivery: 
 
• Price TYPHON-SP model:                                                              8.500,00 € 
 

 VAT                                                                                                                                                   - 
 
• Payment: 50% upon order confirmation, 50% upon delivery of the equipment required before    
    transport. 
 
• Delivery time: 40 days. 
 
• Transportation: EX WORKS. 
 
• Implementation: Not included. 
 
• Warranty:  1 year. 
 
 
Equipment manufactured by EKYMA ULTRASONIDOS, S.L.U. is in accordance with European CE 
mark and comply with safety directives electromagnetic and electrical equipment, Directive 
2004/108/EC and 2006/95/EC. 
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PRICE DETERGENTS   

 

 DETERGENT  EKYNET-120: Use: 4% diluted in water.                                 6, 90 €   

 Jerry can of 33,8 kilos.                                               233,22 €   

 

 BOOSTER EKYNET-100-PLUS: Use: 0,5% diluted in water.                              7, 90 €   

 Jerry can of 25 liters.                                  197,50 €  

 

 

Detergent for one year in equipment TYPHON-SP: 

3 jerry cans  x 33,8 kilos EKYNET-120       699,66 € 

1 jerry can x 25 liters EKYNET-100-PLUS      197,50 € 

TOTAL:          897,16 €  

 


